Televator II™
Quick Programming Guide
A. Factory default settings: 

a. Program access number – 9753

b. Mode setting – Emergency mode
c. Site ID Number – 0000

d. Relay duration timer –  5 seconds
e. Incoming ring count –  1 ring
f. No answer rollover rings – 6 rings

g. Dial mode – Touch tone

h. Call length –  3 minutes
i. Changes to any of the above are described in the manual.

B. Enter program mode:

a. Enter #9753 on the keypad.

b. You will hear two beeps.

C. Programming autodialed telephone numbers:
a. Enter program mode (#9753)

b. You will hear two beeps.

c. Enter positioning code 21 (wait for beep).

d. Enter first phone number.

e. Enter # (wait for two beeps).

f. If a second number is desired enter positioning code 22 (wait for beep).

g. Enter second phone number.

h. Enter # (wait for two beeps).

i. If a third number is desired enter positioning code 23 (wait for beep).

j. Enter third phone number.
k. Enter # (wait for two beeps).

l. Use similar procedures to program up to 10 phone numbers.
m. Enter # to exit programming.

n. Hang up

D. Reprogramming autodialed telephone numbers:
a. Enter program mode (#9753)

b. You will hear two beeps.

c. Enter positioning code of phone number you want to reprogram (wait for beep).

d. Enter new phone number
e. Enter # (wait for two beeps).

f. Enter # to exit programming.

g. Hang up

h. Erasing autodialed telephone numbers:

i. Enter program mode (#9753)

j. You will hear two beeps.

k. Enter positioning code of phone number you want to erase (wait for beep).

l. Enter # (wait for two beeps).

m. Enter # to exit programming.

n. Hang up

